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To order, specify:

50-0-1821 - Fully-Recessed Downview - Standard Size CRT Monitor

1. Model number
2. Optional-Select essential accessory options

GLASS
Tinted	(T41	rating)	and	tempered	with	screen
printed	border	and	graphics.		
21"	D	x	18"	W	x		¼"	H

MONITOR
SUPPORT
Manufactured	using	wire-
form	technology	with	a	
combination	of	1/4	and	
5/16”	diameter	epoxy	
powder	coated	steel.	
Injection	molded	tracking	
blocks	and	locking	tabs	allow	
for	three	way	adjustment	of	
monitor:	height,	angle	and	
forward/backward
movements.	The	security
screws	allow	the	monitor
support	to	be	locked	in	
position	and	permits	easy	
forward/backward	movements.

LEG

LEVELER

SIDE
ASSEMBLIES

10"D

12-3/4"

22-7/8"

4-7/8"	to
7-5/8"

22"

W

To	offset	your	viewport	and	keyboard	drawer,	please	call	Customer	Support	at	1-800-730-6682	for	special	installation	instructions.

2"

5-
19

/ 3
2"

10"	Keyboard	
(254	mm)

Dimensions	are	for	underneath	side	of	worksurface.	Product	specifications	are	subject	to	change	without	notice.	Dimensions	are	nominal.

D

H

Keyboard	
drawer
hanger	14"	D

519/32"
2"

3-5/8"

4-7/8"	to
7-5/8"

28"
Min.

Work	Surface
Height

19-5/8"

Side
Assembly

12-3/4"

12-13/16"

Keyboard
Hanger

14"

26 ¾” Min. Depth

Kit Model No.

50-0-1821	

Dimension D1 x Dimension D2
View Port Cut-Out (W x D)

1/2"	R.
4	places
(12.7	mm)

12-13/16"
(326mm)

3"
(76	mm)

3-9/16"
(90	mm)

3-9/16"
(90	mm)

4"
(1

02
m

m
)

1-1/4"	offset
(32	mm)
Typical

3/16"	Dia.
5/8"	Deep
12	places

B

A

21-1/4"
(540	mm)

Side	Assembly	22"
(559	mm)

14-3/4"
(375mm)

26 ¾”

D1

D2

Side
Assembly

12-3/4"
(324mm)

Keyboard	drawer	pulls	out
10”	(254mm)	from	edge	of	work	surface.

1st	stop	at	7	9/16”	(192mm)	

KEYBOARD DRAWER
Textured	black	thermoformed	ABS
keyboard	drawer	features	soft	radius
edges.	Five	positive	inward	and	outward
stop	locations.	Outward	locking	tabs	
prevent	accidental	removal	of	keyboard	
drawer.

VISOR
For	unusual	lighting	situations	or	to	create
the	optimal	level	of	viewing	comfort,	each	
fully-recessed	retrofit	kit	includes	a	textured
black	thermoformed	ABS	Visor.
12"	D	x	21-1/2"	W	x	6-1/4"	H

TRIM RING
Manufactured	using	injection	molded	plastic,
allowing	support	of	view	port.  
21"	D	x	18"	W	x	1¼"	H

18¼"	(464	mm)		x		20-11/16"	(526	mm)

MAXIMUM DIMENSIONS FOR CRT MONITOR (not including base)
17½” D x 17” W x 18” H (444mm x 432mm x 457mm)

35½"	(902	mm)

Keyboard size
22"	

257/8"	(657	mm)24"	
	285/8"	(727	mm)27"	
	29½"	(749	mm)28"
	315/8"	(803	mm)30"	
345/8"	(879	mm)33"	

34"	

	22"	(559	mm)

Dimension A
Min. Kneespace Width

321/8"	(815	mm)

2219/32"	(574	mm)
	255/16"	(643	mm)	
	261/8"	(663	mm)
	281/16"	(712	mm)
31¼"	(793	mm)

1813/16"	(478	mm)

Dimension B
Keyboard drill pattern



Retrofit Kit

138 www.novadesk.com

MONITOR
SUPPORT
Manufactured	using	wire-
form	technology	with	a	
combination	of	1/4	and	
5/16”	diameter	epoxy	
powder	coated	steel.	
Injection	molded	tracking	
blocks	and	locking	tabs	allow	
for	three	way	adjustment	of	
monitor:	height,	angle	and	
forward/backward
movements.	The	security
screws	allow	the	monitor
support	to	be	locked	in	
position	and	permits	easy	
forward/backward	
movements.

LEVELER

SIDE
ASSEMBLIES

W

To	offset	your	viewport	and	keyboard	drawer,	please	call	Customer	Support	at	1-800-730-6682	for	special	installation	instructions.

2"

5-
19

/ 3
2"

10"	Keyboard	
(254	mm)

Dimensions	are	for	underneath	side	of	worksurface.	Product	specifications	are	subject	to	change	without	notice.	Dimensions	are	nominal.

D

H

Keyboard	
drawer
hanger	14"	D

519/32"
2"

3-5/8"

25-3/4"

33” Min. Depth

1/2"	R.
4	places
(12.7	mm)

12-3/16"
(310mm)

3"
(76	mm)

3	¾"
(96	mm)

3	¾"
(96	mm)

3	¾"
(96	mm)

4"
(1

02
m

m
)

1-1/4"	offset
(32	mm)
Typical

3/16"	Dia.
5/8"	Deep
14	places

B

A

25-1/16"
(637	mm)

15-3/8"
(390mm)

33”

D1

D2

35½"	(902	mm)

Keyboard size
257/8"	(657	mm)24"	

	315/8"	(803	mm)30"	
345/8"	(879	mm)33"	

34"	

Dimension A
Min. Kneespace Width

321/8"	(815	mm)

2219/32"	(574	mm)
	281/16"	(712	mm)
31¼"	(793	mm)

Dimension B
Keyboard drill pattern

22”
(559mm)

Keyboard	drawer	pulls	out
10”	(254mm)	from	edge	of	work	surface.

1st	stop	at	7	9/16”	(192mm)	

KEYBOARD DRAWER
Textured	black	thermoformed	ABS
keyboard	drawer	features	soft	radius
edges.	Five	positive	inward	and	outward
stop	locations.	Outward	locking	tabs	
prevent	accidental	removal	of	keyboard	
drawer.

TRIM RING
Manufactured	using	injection	molded
plastic,	allowing	support	of	view	port.
24"	D	x	21"	W	x	1¼"	H

GLASS
Tinted	(T41	rating)	and	tempered	with	screen
printed	border	and	graphics.	
24"	D	x	21"	W	x		¼"	H

VISOR
For	unusual	lighting	situations	or	to	create
the	optimal	level	of	viewing	comfort,	each	
fully-recessed	retrofit	kit	includes	a	textured
black	thermoformed	ABS	Visor.
12"	D	x	24"	W	x	6-1/4"	H

17-1/2"

25-7/8"

27-1/8"

3/4"
to

2-7/8”

10"	D

28"
Min.

Work	Surface
Height

Side
Assembly

19"

11"

Keyboard
Hanger

14"

Kit Model No.
Dimension D1 x Dimension D2
View Port Cut-Out (W x D)

50-0-2124 21¼"	(540	mm)		x		24¼"	(616	mm)	

MAXIMUM DIMENSIONS FOR CRT MONITOR (not including base)
23½” D x 20-1/8” W x 19” H  (597mm x 511mm x 482mm) 

50-0-2124 - Fully-Recessed Downview - Oversized CRT Monitor
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To order, specify:
1. Model number
2. Optional-Select essential accessory options

50-9-1821 - Semi-Recessed Downview - Standard Size CRT Monitor

MONITOR
SUPPORT
Manufactured	using	wire-
form	technology	with	a	
combination	of	1/4	and	
5/16”	diameter	epoxy	
powder	coated	steel.	
Injection	molded	tracking	
blocks	and	locking	tabs	
allow	for	three	way	
adjustment	of	monitor:	
height,	angle	and	
forward/backward
movements.	The	security
screws	allow	the	monitor
support	to	be	locked	in	
position	and	permits	easy	
forward/backward	
movements.

LEG

LEVELER

SIDE
ASSEMBLIES

10"D

12-3/4"

22-7/8"

4-7/8"	to
7-5/8"

22"

To	offset	your	viewport	and	keyboard	drawer,	please	call	Customer	Support	at	1-800-730-6682	for	special	installation	instructions.

2"

5-
19

/ 3
2"

10"	Keyboard	
(254	mm)

	Dimensions	are	for	underneath	side	of	worksurface.	Product	specifications	are	subject	to	change	without	notice.	Dimensions	are	nominal.

WD

H

Keyboard	
drawer
hanger	14"	D

519/32"
2"

3-5/8"

4-7/8"	to
7-5/8"

28"
Min.
Work

Surface
Height

19-5/8"

Side	Assembly
12-3/4"

15-7/16"

12-13/16"

Keyboard
Hanger

14"

Kit Model No.

50-9-1821	

Dimension D1 x Dimension D2
View Port Cut-Out (W x D)

18¼"	(464	mm)		x		20-11/16"	(526	mm)

1/2"	R.
4	places
(12.7	mm)

12-13/16"
(326mm)

5"
(127	mm)

3-9/16"
(90	mm)

3-9/16"
(90	mm)

4"
(1

02
m

m
)

1-1/4"	offset
(32	mm)
Typical

3/16"	Dia.
5/8"	Deep	(12	places)

B

A

21-1/4"
(540	mm)

Side	Assembly	22"
(559	mm)

14-3/4"
(375mm)

26¾”

D1

D2

35½"	(902	mm)

Keyboard size
22"	

257/8"	(657	mm)24"	
	285/8"	(727	mm)27"	
	29½"	(749	mm)28"
	315/8"	(803	mm)30"	
345/8"	(879	mm)33"	

34"	

	22"	(559	mm)

Dimension A
Min. Kneespace Width

321/8"	(815	mm)

2219/32"	(574	mm)
	255/16"	(643	mm)	
	261/8"	(663	mm)
	281/16"	(712	mm)
31¼"	(793	mm)

1813/16"	(478	mm)

Dimension B
Keyboard drill pattern

Side
Assembly

12-3/4"
(324mm)

Keyboard	drawer	pulls	out
10”	(254mm)	from	edge	of	work	surface.

1st	stop	at	7	9/16”	(192mm)	

KEYBOARD DRAWER
Textured	black	thermoformed	ABS
keyboard	drawer	features	soft	radius
edges.	Five	positive	inward	and	outward
stop	locations.	Outward	locking	tabs	
prevent	accidental	removal	of	keyboard	
drawer.

TRIM RING
Manufactured	using	injection	molded
plastic,	allowing	support	of	view	port. 
21"	D	x	18"	W	x	1¼"	H

26¾” Min. Depth

MAXIMUM DIMENSIONS FOR CRT MONITOR (not including base)
17½” D x 17” W x 18” H (444mm x 432mm x 457mm)



Retrofit Kit
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50-9-2124 - Semi-Recessed Downview - Oversized CRT Monitor

MONITOR
SUPPORT
Manufactured	using	wire-
form	technology	with	a	
combination	of	1/4	and	
5/16”	diameter	epoxy	
powder	coated	steel.	
Injection	molded	tracking	
blocks	and	locking	tabs	allow	
for	three	way	adjustment	of	
monitor:	height,	angle	and	
forward/backward
movements.	The	security
screws	allow	the	monitor
support	to	be	locked	in	
position	and	permits	easy	
forward/backward	
movements.

LEVELER

SIDE
ASSEMBLIES

W

To	offset	your	viewport	and	keyboard	drawer,	please	call	Customer	Support	at	1-800-730-6682	for	special	installation	instructions.

2"

5-
19

/ 3
2"

10"	Keyboard	
(254	mm)

Dimensions	are	for	underneath	side	of	worksurface.	Product	specifications	are	subject	to	change	without	notice.	Dimensions	are	nominal.

D

H

Keyboard	
drawer
hanger	14"	D

519/32"
2"

3-5/8"

25-3/4"

33” Min. Depth

1/2"	R.
4	places
(12.7	mm)12-3/16"

(310mm)

8"
(203	mm)

3	¾"
(96	mm)

3	¾"
(96	mm)

3	¾"
(96	mm)

4"
(1

02
m

m
)

1-1/4"	offset
(32	mm)
Typical

3/16"	Dia.
5/8"	Deep	(14	places)

B

A

25-1/16"
(637	mm)

15-3/8"
(390mm)

33”
Min.

D1

D2

35½"	(902	mm)

Keyboard size
257/8"	(657	mm)24"	

	315/8"	(803	mm)30"	
345/8"	(879	mm)33"	

34"	

Dimension A
Min. Kneespace Width

321/8"	(815	mm)

2219/32"	(574	mm)
	281/16"	(712	mm)
31¼"	(793	mm)

Dimension B
Keyboard drill pattern

22”
(559mm)

Keyboard	drawer	pulls	out
10”	(254mm)	from	edge	of	work	surface.

1st	stop	at	7	9/16”	(192mm)	

KEYBOARD DRAWER
Textured	black	thermoformed	ABS
keyboard	drawer	features	soft	radius
edges.	Five	positive	inward	and	outward
stop	locations.	Outward	locking	tabs	
prevent	accidental	removal	of	keyboard	
drawer.

TRIM RING
Manufactured	using	injection	molded
plastic,	allowing	support	of	view	port.
24"	D	x	21"	W	x	1¼"	H

17-1/2"

25-7/8"

27-1/8"

3/4"
to

2-7/8”

10"	D

28"
Min.

Work	Surface
Height

Side
Assembly

19"

11"

Keyboard
Hanger

14"

Kit Model No.
Dimension D1 x Dimension D2
View Port Cut-Out (W x D)

50-9-2124 21¼"	(540	mm)		x		24¼"	(616	mm)	

MAXIMUM DIMENSIONS FOR CRT MONITOR (not including base)
23½” D x 20-1/8” W x 19” H  (597mm x 511mm x 482mm) 


